LOADING, UNLOADING & LEVELING THE CAMPER

YWhen loading and unloading, the height at which the camper is set above the bed is critical to the proper operation of the rear
centering guide locks.

ALWVWAYS: Keep the camper bottom within 2" of the truck bed. While it is important to keep the camper close to the truck, serious
damage and injury can result if the truck "hooks" the camper as you pull from beneath it. MOWE SLOWLY!II Be Careful.

MEWER: Allow the camperto come above the rear centering guide locks! Ifthe camper were lowered onto the top of the centering
guide lock, severe damage could occur to truck, camper, or both!

MEWER: Rely on the centering guide locks to align the camper as you load. While they will move the camper SLIGHTLY side to
side, their purpose isto lock the camper in place, on center in the truck once loaded. Attempting to load when truck to camper
alignment is poor can also cause serious damage to truck bed, wheel wells, tail lights, etc.

ALWVWAYS: Remember to remove the turnbuckles prior to raising camper to unload.
MEWER: Attemnpt to level the camper on the truck with the turnbuckles installed!

ALWVWAYS: Remove the turnbuckles before leveling the camper. Your jacks were not
designed to lift both the truck and camper. Damage to the truck, tiedowns or camper is also likely to occur if the turnbuckles are
not removed when leveling.

MEWER: Lift the camper completely off the truck to level unless the truck is being moved
from beneath the camper and the camper is being lowered close to the ground. The camperis not stable at that height and
unsafe for occupancy unless resting on the truck.

ALWAYS: Lower the camper as close to the ground as possible when not on the truck.
The closer to the ground, the more stable the camper becames.

MEWER: Allow the front of the camper to become lower than the back when loading or unloading. Doing so shifts a tremendous
amount of weight over the front jacks which could cause a dangerously overloaded situation. Whenever the camper is not on the
truck, itis a good idea to keep the frant 4" higher than the back, ecept when the camper is lowered close to the ground and leveled
for occupancy.

MEWVER: Leave the camper up in the air on extended jacks. Lower the camper as low as possible when not on the truck.
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STEP 1- Place the guide plates over the stabilizer bar and attach
both using #10 x 34" sheet metal

screws provided in Kit A. Rt .
The arrows show the location of S i
these sheet metal screws.

Note: The 4 large round holes

in guide plate must be to the

outer ends of the assembly at both
ends.

WARRANTY INFORMATION
TERMS OF THE WARRANTY:

All products manufactured by Happijac Co. are warranted to the retail customer for one vear from date of purchase against
defects in material or workmanship. Any defective part{s) will be repaired or replaced {at Happijac's option) wathout charge,
when returned transportation prepaid.

There are no other expressed warranties except as set forth above and any 1mplied warranties are limited 1n duration to that of
the expressed warranty. This warranty does not cover any damage due to misuse, negligence, or accidents. Thereis no warranty
covering consequential damages, incidenta damages, or incidentd expenses incduding damage to property.

This warranty gives vou specific legal rights. You may have other nghts which may vary from state to state.

WARRANTY CLATMS:
All defective material must be returned to the factory wna prepad shipment. Upon inspection and  determination of daims
warranted, the factory will repair/replace the material at no charge and return the repairedireplaced material to the customer with
delivery charges prepad by Happijac via common carrier of Happyac's choosing. Upegrades and changes to shipping mode
resulting in additional shipping costs shall be at customers expense. Warranty Claims: Call 1(800) 231-7440

STEP 2 - Attach frame braces to guide
plates. Insert the flat head, square
shouldered plow bolts (Kit C) through the
countersunk hole in frame brace from
the back side, then through the shorter
slotted hole in the guide plate. Secure
with flat washer, split lock washer and
nut.

See diagram for specific locations.

Note: Do not tighten the nuts at this time. They will be tightened at a later step.

STEP 3 - [Hardware Kit B]

in this step, refer to the illustrations on the following page.

Center the assembly against front wall of truck bed. Select the screw location (A or B)
where the silver/gray guide plate fits tightest against the front wall. Drill a 3/32" pilot hole
for the sheet metal screw at best locations. Note: These screws are used to hold the
assembly in place while drilling the mounting holes for the anchor plates. Generally only
one screw per side is needed.

it is a good idea to put a piece of wood between the bed and cab to prevent drill
bit from striking the cab.



STEP 3 - Continued (lllustrations)
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STEP 4 - Front Anchor Assembly

Aftach backing bracket to front anchor plate
using the1/4" sheetmetal screws provided in
hardware Kit J. (Short flange toward tip)

STEP 5 - Drill
four /16" holes
through guide
plate and bed
front wall using
the four large
round holes

as a drill guide.
These holes
align with

the threaded
holes in

the black anchor
plate.

ftis a good idea to put a piece of wood
between the bed and cab to prevent drill
bit from striking the cab.

Remove
coupler
when not

in use to
prevent loss.



